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7.  Production date code 
marking system  
according to IEC 60062,  
clause 5.1 Two-character  
code (year/month)

The production date code is 
indicated with two-characters. 
The 1st character (letter) indicates 
the year and the 2nd character 
(number/letter) indicates the 
month.

Examples:  

 2006 March  =  U3

 2008 October =  WO

Taping specification for radial capacitors acc. to IEC 60286-2

(Robotic insertion)

Year 1st character (letter) Month 2nd character 

(number/letter)

2004 S January 1

2005 T February 2

2006 U March 3

2007 V April 4

2008 W May 5

2009 X June 6

2010 A July 7

2011 B August 8

2012 C September 9

2013 D October O

2014 E November N

2015 F December D

2016 G

2017 H

Descriptions Symbol

Dimensions (mm)

Lead spacing  
10 mm

Lead spacing  
15 mm

Lead spacing  
22,5 mm

Tolerances

Carrier tape width W 18 18 18 + 1 / - 0,5

Hold-down tape 
width

W0 12 or 6 12 or 6 12 or 6 ± 0,5

Hotel position W1 9 9 9 ± 0,5

Hold-down tape 
position

W2 3 3 3 max

Feed hole diameter D0 4 4 4 ± 0,2

Pitch of component P 25,4 25,4 38,1 ± 1

Feed hole pitch P0* 12,7 12,7 12,7 ± 0,2

Feed hole centre to 
lead

P1 7,7 5,2 7,8 ± 0,7

Feed hole centre to 
component centre 

P2 12,7 12,7 19,05 ± 1,3

Height from feed 
hole centre to the 
component body

H 18,5 18,5 18,5 ± 0,5

Component 
alignment 

Δp 0 0 0 ± 1,3

ΔS 0 0 0 ± 2

Lead spacing p 10 15 22,5 + 0,6 / - 0,1

Lead wire diameter d 0,6 0,8 0,8 ± 0,5

Total tape thickness t 0,7 0,7 0,7 ± 0,2

Extraction force for 
components 

F1 5 5 5 min. (N)

Break force of the 
tape

F2 15 15 15 min. (N)

Component height H1 31 34 39 max

* Cumulative pitch error over any 20 pitches: max. ±1 mm
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Taped package units

Pitch
(mm)

Capacitor  
thickness b (mm)

Ammo-pack  
(pcs/box)

Reel-pack  
(pcs/reel)

10

4; 4,3 900 900

5 768 700

6 648 550

15

5 768 600

5,5 696 600

6 648 500

7 552 450

7,5 504 400

8,5 444 350

9 420 350

22,5

6 424 350

6,5 392 350

7 368 300

8,5 304 250

10 256 200

10,5 240 200

Figure 6

Figure 7


